**Notes:**
1. Wind Speed: 120 MPH
2. Wind Loading: 14.76
3. Pole Weight: 66 LBS.
4. Wall Thickness: 0.125"
5. 4" and 5" poles available.

**Amendments:**

<table>
<thead>
<tr>
<th>A</th>
<th>Created</th>
<th>JAH</th>
<th>05/18/17</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>C</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Title:** Aluminum-Fluted-Straight

**Notes:**
Gloss black polyurethane paint standard. Other colors & powdercoating available.

**Overview:**
- **Diameter:** 11 3/4" - 12 3/4" diameter bolt circle
- **Scale:** 1" = 1'-0"
- **Side View:**
  - 3"x3" aluminum tenon
  - 9' overall height
  - 1'-9" (base)
  - 7'-3" (fluted straight)
  - 1'-0" (overall)

**Material:**
- 3"x3" aluminum tenon

**Paint:**
- Gloss black polyurethane paint standard.
- Other colors & powdercoating available.

**Specifications:**
- Wall thickness: 0.125"
- 4" and 5" poles available.

**Location:**
- 1080 Industrial Pkwy.
- Medina, OH 44256
- www.mainstreetlighting.com