11" DIAMETER, 3-HOLE ANCHOR BOLT CIRCLE STANDARD. GALVANIZED ANCHOR BOLTS AND TEMPLATE SUPPLIED.

NOTES

1. WIND SPEED 120 MPH
2. WIND LOADING 8.50
3. POLE WEIGHT 60 LBS.
4. WALL THICKNESS 0.125"
5. 4" AND 5" AVAILABLE

Gloss black polyurethane paint standard. Other colors & powdercoating available.

3"X3" Aluminum tenon

1'-1" (OVERALL HEIGHT)

SIDE VIEW
SCALE: 1/2" = 1'-0"

AMENDMENTS:

<table>
<thead>
<tr>
<th>A</th>
<th>CREATED</th>
<th>JAH 05/18/17</th>
</tr>
</thead>
<tbody>
<tr>
<td>B</td>
<td></td>
<td></td>
</tr>
<tr>
<td>C</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

REV: DESCRIPTION: BY: DATE: A

ALUMINUM-FLUTED-Straight

 scale at A4: 1/2"=1'-0"

1'-1" (FLUTED STRAIGHT)

3'-1" (BASE)

3"x3" aluminum tenon

11" diameter, 3-hole anchor bolt circle standard. Galvanized anchor bolts and template supplied.

NOTES

1. Wind speed 120 MPH
2. Wind loading 8.50
3. Pole weight 60 LBS.
4. Wall thickness 0.125"
5. 4" and 5" available

GLOSS BLACK POLYURETHANE PAINT STANDARD. OTHER COLORS & POWDERCOATING AVAILABLE.

1'-1"

3'-1" (BASE)

3"X3" ALUMINUM TENON

11' (OVERALL HEIGHT)

GLOSS BLACK POLYURETHANE PAINT STANDARD. OTHER COLORS & POWDERCOATING AVAILABLE.

1'-1"

3'-1" (BASE)

3"X3" ALUMINUM TENON

11' (OVERALL HEIGHT)

GLOSS BLACK POLYURETHANE PAINT STANDARD. OTHER COLORS & POWDERCOATING AVAILABLE.