**Title:** ALUMINUM-FLUTED-STRAIGHT  
**Site:** MAIN STREET LIGHTING

**WINDSOR-17**

**Scale:** 1/2" = 1'-0"  
**Scale at A4:** 1/2" = 1'-0"

<table>
<thead>
<tr>
<th>AMENDMENTS</th>
<th>DRAWN.</th>
<th>CHECKED.</th>
<th>REV.</th>
<th>DESCRIPTION</th>
<th>BY</th>
<th>DATE</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>JAH</td>
<td>XXX</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Part No.:** AAF-812  
**Project No.:** XX  
**Date:** 05/18/17

**Notes:**

1. **Wind Speed:** 120 MPH  
2. **Wind Loading:** 4.44  
3. **Pole Weight:** 135 LBS.  
4. **Wall Thickness:** 0.125"  
5. **4" and 5" poles available.**

**Scale:** 1" = 1'-0"  
**1'-6" (Base)  
10'-6" (Fluted Straight)  
1'-5"  
4  
1/2" O.D. (Typ)  
13" 3 Hole Anchor Bolt Circle Standard**

**13" Aluminum-Fluted-Straight Windsor-17**

**Electrical Box:**

**3"x3" Aluminum Tenon**

**Gloss Black Polyurethane Paint Standard. Other colors & powdercoating available.**