**NOTES**

1. CAST ALUMINUM FINIAL
2. CAST ALUMINUM SQUARE ROOF SECURES TO CAGE WITH TWO 8-32 BLACK OXIDE BRASS THUMBSCREWS. TO RELAMP, REMOVE THUMBSCREWS.
3. 11 ⅛ SQUARE (4) OPAL ACRYLIC (OA) CAGE PANELS SECURED WITH CLIPS AND SCREWS. OTHER PANELS AVAILABLE - CONTACT FACTORY.
4. CAST ALUMINUM SQUARE CAGE
5. PAINTED ALUMINUM SLEEVE
6. CAST ALUMINUM POST FITTER SLIPS OVER 3" DIA. POST OR TENON. POST MUST BE ORDERED SEPARATELY.
7. THREE ⅝ - 20 S.ST'L. SET SCREWS SECURE LANTERN TO POST OR TENON.

**AMENDMENTS:**

<table>
<thead>
<tr>
<th>TITLE: L610BP</th>
<th>DRAWN: JAH</th>
<th>CHECKED: XXX</th>
<th>REVISION: A</th>
</tr>
</thead>
<tbody>
<tr>
<td>PART NO.: L601BP</td>
<td>PROJECT NO.: XXX</td>
<td>DATE: 05/18/17</td>
<td>SCALE: 1.5&quot;=1'-0&quot;</td>
</tr>
</tbody>
</table>