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SIDE VIEW
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NOTES

1. EPA = 1.66 (EFFECTED PROJECTED AREA)

2. LANTERN WILL BE PREWIRED AND TESTED.

3. ALL ELETRICAL COMPONENTS ARE U.L. LISTED.

4. ALL MOUNTING HARDWARE IS SUPPLIED.

SCALE: 1 1/2" = 1'-0"
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CAST ALUMINUM FINIAL

CAST

ALUMINUM

CAP AND

NECK

CAST ALUMINUM SOLID

HINGED SQUARE ROOF. TO RELAMP,

REMOVE THUMBSCREW.

HORIZONTALLY MOUNTED TYPE

III CUT-OFF OPTICAL ASSEMBLY

WITH PORC. MOGUL BASE 4kv

SOCKET MOUNTED IN ROOF.

(LAMP NOT SUPPLIED).

CAST ALUMINUM HINGED

SQUARE CAGE

(4) CLEAR ACRYLIC (CA) CAGE

PANELS SECURED TO CAGE WITH

CLIPS AND SCREWS. (OTHER PANELS

AVAILABLE - CONTACT FACTORY).

CLEAR GLASS CHIMNEY WITH

BURNISHED AND LACQUERED

BRASS CHIMNEY HOLDER.

(NOT ELECTRIFIED).

2 PC. MOISTURE PROOF CAST

ALUMINUM BALLAST HOUSING

WITH BALLAST AND COMPONENT

PARTS MOUNTED INSIDE.

(CUSTOMER MUST SPECIFY

DESIRED TYPE OF BALLAST).
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" - 18 S.ST'L SET SCREWS

SUPPLIED TO SECURE LANTERN

TO POST OR TENON.

05/18/17XXX

XXX

L500-SERIES

L630R

L630R

1.5"=1'-0" JAH A

CAST ALUMINUM POST FITTER

SLIPS OVER 3" DIA. POST OR TENON,

(POST MUST BE ORDERED

SEPARATELY).

TOP VIEW 
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