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BANNER ARMS

5 13/16" Dia.

5 3/8" Dia.

6 3/4"

5 11/16"

8 1/8" Dia.

6 1/4" Dia.

GLASS 
REFRACTORS 1" Dia. Banner Arm  MAX   

LENGTH 40"

2 1/4" Dia. 
Removable Ball End 
(Typical)

Banner (By Other)

Single Banner Arm 
(Opt.). 2 1/4" Dia. 
Removable Ball Ends 
(Typical)

Pole Size Selection 
Will Vary
"I" Bolt Option

1" Dia. Banner Arm                   
MAX. LENGTH 40"

Banner (By Other)

"I" Bolt Option

 2 1/4" Dia. 
Removable Ball 
(Typical)

Single Arm Option

Pole Size Selection 
Will Vary

Stainless Steel 
Straps

ACCESSORIES

HOUSE SIDE SHIELDS

LG41 Type V
LG 42 Type II

LG43
Specify Type III or V

INTERNAL LITE 
LID

Lite Lid

For use with refractive 
globes “only”.

Shown installed (globe not included). See 
Luminaire section for globes available with this 
option. 

*In house photometric testing shows a 20-26% 
average increase of downlight, a 30-40% 
reduction of uplight.
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CUSTOMER MUST BEND
TABS OVER REFRACTOR

8 
3/

8”

HSS1
(Attach to Ballast Kit)

HSS2
(For use with internal refractor)

BA10 BA20

DSS-2
Bottom Mount

DARK SKY REFLECTOR

DSS-1
Top Mount

• Increase down lumens up to 188%
• Dark Sky Friendly

• Use up to 150W, MH

**Globe and lamp 
not part of assembly
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